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4 GIANNEL STEREO ADAPTOR 


OPERATORS MANUAL 
“— AND | 
WIRING INSTRUCTIONS ~~ -— 


This Playback Adaptor is designed to synthesize normal 2-channel stereo system in to a four channel stereo system with 


the addition of 2 speakers to be placed at the rear of stereo listening area. 


The theory of operation is, the Playback Adaptor picks up the output power of the stereo amplifier in normal phase and 


reverses the normal phase output by approximately 50 percent. 


The front speakers reproduce the normal phase output, and the pair of rear’ speakers reproduces the 50% reversed output 


at the same time. 


The sounds from front and rear speakers form an acoustic matrix that creates 4-channel surrounding sound in the listen- 


ing area, as illustrated below: 
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WIRING INSTRUCTIONS 


Connect output terminals of amplifier to the input Jacks of the Adaptor. 
Front speakers are hooked up with the output jacks, marked “FRONT” “R” & “L?” 


Rear speakers are connected to the output jacks, marked “REAR?” “R” & “L? 


OPERATING AS A 4-CHANNEL SYSTEM 
Flip the “MODE?” switch into “4-CH” position. 


Set the “REARLEVEL” switch whichever “HI” or “LOW” position is suitable for your listening area. Rear Level 
switch moves the 4-Channel matrix area (listening area) forward or backward, as illustrated below: 


In any switch position, the 4Channel listening 


Sea ne area should not be right in the middle of the front 
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If t he distance between the front and rear speakers 


is 12 feet, the best listening area is approximately 
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compared with those of front Speakers set the 
“FRONT LEVEL” at “LOW” POSITION, in order to maintain a good balance in loudness between the front and rear 
speakers. 

If all four speakers are the same in efficiency, it is unnecessary to lower the front level. Leave the switch at normal 


position. 
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